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Select ion of colours

Bringing colour into your life

Schenker blinds can be selected in a comprehensive range of attractive colours. In addition, we offer all of the colours of the

rainbow and even a few more: For your individual colour planning, we make use of the NCS Colour System, with well over

1,000 colours that are suitable for external use. Your Schenker Blinds consultant will be happy to show you our colour

samples.
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NCS-S 3560-R NCS-S 2020-G90Y

NCS-S 2010-Y30R

NCS-S 4010-Y50R

NCS-S 7020-B90G

NCS-S 8010-Y50R

NCS-S 3040-B40G

NCS-S 4030-R90B

NCS-S 5040-B

NCS-S 4350-R74B

NCS-S 3560-Y80R

NCS-S 1080-Y20R

RAL 7016

RAL 9007

RAL 9006

NCS-S 3000-N

NCS-S 1502-G

NCS-S 0502-B

NCS-S 0502-Y

NCS-S 0903-Y27R

330
Purple

120
Terracotta red

720
Chrome yellow

276
Anthracite grey

907
Aluminium grey

140
Aluminium

130
Grey

904
Light grey

010
White

901
Pure white

909
Beige green

240
Light beige

110
Beige

780
Bronze

220
Moss green

071
Chalet brown

908
Turquoise blue

903
Dove blue

440
Azure blue

906
Ultramarine

905
Cream white

These colours are not binding colour shade samples. Our
metal fan is to be used for the definition of the individual
colour shades.

Colour palette

All of the metal parts and slats are available in many different
colours. Side guidance elements, slat clips and end rails in
colour are available for an additional charge. Our specialists
will be happy to advise you which slat colours of the various
models are available with or without a surcharge. Ideally,
you can determine the desired colour combination based on
original colour samples on the object on location.

Well over 1,000 colours on request

With a range of well over 1,000 NCS colours (Natural Colour
System®) that are suitable for external use, the world of
colour blinds stands open for you. As with the standard
colours, these are suitable for all slats and metal components
in our wide range of blinds. Thanks to the careful processing,
the individual blind elements are weather resistant and
colour-fast. Special colours are subject to a surcharge.
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for al l s lat bl inds

You will find the most important technical information about our slat blinds on the following pages. These include the

minimum and maximum dimensions of the blinds, the recess dimensions, drawings of the guides and guide brackets and

various installation examples.

Technical information
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Recess dimensions (mm)

Limiting dimensions

GM 200 Technology

Individual Coupled

Crank Motor Crank Motor

Opening height (hl) min. 0,6 m 0,6 m 0,6 m 0,6 m

Opening height (hl) max. 4,0 m 4,0 m 4,0 m 4,0 m

Construction width (bk) min. 0,6 m 0,6 m

Construction width (bk) max. 2,8 m 2,8 m

Maximum surface area 6,5 m2 6,5 m2 6,5 m2 20 m2

Maximum number 3 4

Opening height (hl) Recess height (hs)

GM 200
Crank/Motor

600–1000 235

1001–1250 265

1251–1500 290

1501–1750 320

1751–2000 345

2001–2250 375

2251–2500 410

2501–2750 435

2751–3000 465

3001–3250 490

3251–3500 520

3501–3750 545

3751–4000 575

min. 60 cm
max. 280 cm

min. 60 cm
max. 400 cm

max. 6,5 m2

Guide Guide bracket Installation examples

Guide bracket cast Double guide with bracket

Guide on plasterGuide bracket
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GM 100 Technology
Recess dimensions (mm)

Limiting dimensions

Guides Guide holder Installation examples

Cast guide holder

Guide holder

Individual Coupled

Crank Motor Crank Motor

Opening height (hl) min. 0,72 m 0,72 m 0,72 m 0,72 m

Opening height (hl) max. 3,20 m 3,20 m 3,20 m 3,20 m

Construction width (bk) min. 0,60 m 0,69 m

Construction width (bk) max. 2,5 m 2,5 m

Maximum surface area 6,0 m2 6,5 m2 6,0 m2 18 m2

Maximum number 3 4

Opening height (hl) Recess height (hs)

GM 100
Crank/Motor

600 –1000 240

1001 –1250 272

1251 – 1500 296

1501 –1750 328

1751 – 2000 361

2001 – 2250 385

2251 – 2500 417

2501 – 2750 449

2751 – 3000 473

3001 – 3250 506

3251 – 3500 538

3501 – 3750 562

3751 – 4000 594

min. 60 cm
max. 250 cm

min. 72 cm
max. 320 cm

max. 6,5 m2

Dual guide with holder

Installation on plaster
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130 mm up to bk 2.5 m
140 mm above bk 2.5 m 

Recess dimensions (mm)

Limiting dimensions

Guides Guide bracket Installation examples

Guide bracket, cast Guide on plaster

Guide on insulation
with insertion plate

Guide bracket

Individual Coupled

Crank Motor Crank Motor

Opening height (hl) min. 0,6 m 0,6 m 0,6 m 0,6 m

Opening height (hl) max. 4,0 m 4,0 m 4,0 m 4,0 m

Construction width (bk) min. 0,6 m 0,6 m

Construction width (bk) max. 3,2 m 3,2 m

Maximum surface area 8 m2 8 m2 8 m2 20 m2

Maximum number 4 4

Opening height (hl) Recess height (hs)

MV 90
Crank/Motor

MV 90
Gearbox in the slat area

600–1000 230 255

1001–1250 240 265

1251–1500 255 280

1501–1750 275 300

1751–2000 295 320

2001–2250 310 335

2251–2500 330 355

2501–2750 345 370

2751–3000 365 390

3001–3250 385 410

3251–3500 400 425

3501–3750 420 445

3751–4000 440 465

Single guide profile
with screen at rear

Single guide profile

Single guide profile
with screen at front

MV 90 Technology
min. 60 cm
max. 320 cm

min. 60 cm
max. 400 cm

max. 8 m2
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110 mm for VR 70
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Recess dimensions (mm) Technical data for LO model identical

Limiting dimensions

Guides VR 70/90 Guide bracket VR 70/90 VR 90 cord guidance

Guide bracket, cast

Guide bracket FEH

Guide bracket

Individual Coupled

Crank Motor Crank Motor

Opening height (hl) min. 0,6 m 0,6 m 0,6 m 0,6 m

Opening height (hl) max. 4,25 m 4,25 m 4,25 m 4,25 m

Construction width (bk) min. 0,6 m 0,6 m

Construction width (bk) max. 4,5 m 4,5 m

Maximum surface area 8 m2 8 m2 10 m2 35 m2

Maximum number 5 6

Opening height (hl) Recess height (hs)

VR 70
Crank

VR 70
Gearbox in

slat area

VR 70
Motor

VR 90
Crank/Motor

VR 90
Gearbox in

slat area

600–1000 175 200 190 230 255

1001–1250 200 225 215 230 255

1251–1500 215 240 230 230 255

1501–1750 235 260 250 230 255

1751–2000 255 280 270 235 260

2001–2250 270 295 285 250 275

2251–2500 295 320 310 270 295

2501–2750 315 340 330 285 310

2751–3000 330 355 345 300 325

3001–3250 345 370 360 320 345

3251–3500 365 390 380 335 360

3501–3750 385 410 400 350 375

3751–4000 405 430 420 370 395

4001–4250 420 445 435 385 410

Single guide FER

Single guide FE

Double guide FD

Double guide FDR

Fixed guide

Centre support

VR 70/VR 90 Technology
min. 60 cm
max. 450 cm

min. 60 cm
max. 425 cm

max. 8 m2
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KR 59/80 Technology
Recess dimensions (mm)

Limiting dimensions

Guides KR 59/80 Guide bracket KR 59/80 KR 80 cord guidance

Guide bracket, cast

Guide bracket FEH

Guide bracket

Individual Coupled

Crank Motor Crank Motor

Opening height (hl) min. 0,6 m 0,6 m 0,6 m 0,6 m

Opening height (hl) max. 4,25 m 4,25 m 4,25 m 4,25 m

Construction width (bk) min. 0,6 m 0,6 m

Construction width (bk) max. 4,5 m 4,5 m

Maximum surface area 8 m2 8 m2 12 m2 35 m2

Maximum number 5 6

Opening height (hl) Recess height (hs)

KR 59
Crank/Motor

KR 59
Gearbox in

slat area

KR 80
Crank/Motor

KR 80
Gearbox in

slat area

600–1000 205 230 230 255

1001–1250 230 255 230 255

1251–1500 250 275 230 255

1501–1750 270 295 250 275

1751–2000 290 315 265 290

2001–2250 310 335 285 310

2251–2500 335 360 300 325

2501–2750 360 385 320 345

2751–3000 380 405 335 360

3001–3250 400 425 355 380

3251–3500 420 445 370 395

3501–3750 445 470 390 415

3751–4000 465 490 405 430

4001–4250 485 510 420 445

Single guide FER

Single guide FE

Double guide FD

Double guide FDR

Fixed guide

Centre support

min. 60 cm
max. 450 cm

min. 60 cm
max. 425 cm

max. 8 m2
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110 mm for EC 70
140 mm for EC 100

EC 70/100 Technology
Recess dimensions (mm)

Limiting dimensions

Cord guidance Guide bracket Installation examples

Cable guide for soffit installation Front installation

Window sill installation

Cable guide front installation

Cable guide window sill installation

Individual Coupled

Crank Motor Crank Motor

Opening height (hl) min. 0,6 m 0,6 m 0,6 m 0,6 m

Opening height (hl) max. 4,25 m 4,25 m 4,25 m 4,25 m

Construction width (bk) min. 0,6 m 0,6 m

Construction width (bk) max. 4,5 m 4,5 m

Maximum surface area 8 m2 8 m2 12 m2 35 m2

Maximum number 5 6

Opening height (hl) Recess height (hs)

EC 70
Crank/Motor

EC 70
Gearbox in

slat area

EC 100
Crank/Motor

EC 100
Gearbox in

slat area

600–1000 190 215 180 205

1001–1250 190 215 180 205

1251–1500 190 215 180 205

1501–1750 190 215 180 205

1751–2000 190 215 180 205

2001–2250 210 235 180 205

2251–2500 210 235 180 205

2501–2750 210 235 180 205

2751–3000 230 255 180 205

3001–3250 230 255 180 205

3251–3500 250 275 180 205

3501–3750 250 275 200 225

3751–4000 250 275 200 225

4001–4250 270 295 200 225

min. 60 cm
max. 450 cm

min. 60 cm
max. 425 cm max. 8 m2
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RE 50 Technology
Recess dimensions (mm)

Limiting dimensions

Individual Coupled

Crank Motor Crank Motor

Opening height (hl) min. 0,8 m 0,8 m 0,8 m 0,8 m

Opening height (hl) max. 4,25 m 4,25 m 4,25 m 4,25 m

Construction width (bk) min. 0,6 m 0,6 m

Construction width (bk) max. 4,5 m 4,5 m

Maximum surface area 8 m2 8 m2 12 m2 35 m2

Maximum number 5 6

Opening height (hl) Recess height (hs)

GM 100
Crank/Motor

600 –1000 180

1001 –1250 180

1251 – 1500 180

1501 –1750 180

1751 – 2000 180

2001 – 2250 190

2251 – 2500 205

2501 – 2750 220

2751 – 3000 230

3001 – 3250 240

3251 – 3500 255

3501 – 3750 265

3751 – 4000 280

min. 60 cm
max. 450 cm

min. 80 cm
max. 425 cm

max. 8 m2

Guides Guide holders

Cast guide holder

Guide holder FEH

Guide holder

Single guide FER

Single guide FE

Dual guide FD

Dual guide FDR

Fixed guide

Centre support

Installation examples

Guide with holder
on window frame

Guide on plaster
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Our service is also top on the Internet: you can call up all the information about our products and services on

www.storen.ch. Fast and simple – so that you will have more time for the better things in life.

More time for the better things in life
Information for professionals



31

Schönheit, die nach innen wirkt

Indoorstoren

Architektur wird lebendig

Stoffstoren

Klassisch elegant

Lamellenstoren

Gesamtprogramm

Die Wohlfühl-Storen

Downloading brochures

All our brochures can be downloaded
as a PDF from www.storen.ch

Virtual model houses

Take a walk through an apartment, and
experience the ambience that Schenker
blinds can create in a room.

Try out the individual elements, change
the colours, lower and raise the blinds,
change their darkening level. Allow the
atmosphere of the room work on you
from different perspectives – our virtual
model house makes it possible to do this
from the comfort of your own home.

Technology in detail

At www.storen.ch, we have information
available for professionals. For example,
all the technical drawings of our pro-
ducts can be downloaded or examined
… which can, of course, also be an
advantage for laypersons.

Reference objects

You can see the effect that our products
can have on an object – whether slat
blinds, roller blinds, fabric blinds,
indoor blinds, shutters or sun blinds –
thanks to dozens of reference objects.

Different architectural styles in various
regions and the wide range of available
colours will help you to imagine how
the desired blinds would look in your
own home.
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Slat blinds

Schenker Storen AG, Stauwehrstrasse 34
5012 Schönenwerd, Telephone 062 858 55 11
Telefax 062 858 55 20, schenker@storen.ch

0800 202 202
www.schenkerstoren.com
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Protection Sun protection � � � � � � � �

Weather protection � � � � � � � �

Sight protection � � � � � � � �

Noise protection � � � � � � � �

Entry protection � � �

Gradual darkening �

Comfort Insulation/Room heating � � � � � � � �

Insulation/Heat loss � � � � � � � �

Variable colour layout � � � � � � � �

Motorised drive on request � � � � � � � �

Individual light regulation � � � � � � � �

Robust, solid construction � � � � � � � �

Windproof � � � � � � � �

Weather resistant � � � � � � � �

Maintenance Service friendly � � � � � � � �

Long service life � � � � � � � �

Service guaranteed � � � � � � � �

Building type Detached houses � � � � � � � �

Residential buildings � � � � � � � �

Industrial and commercial premises � � � � � � � �

Public buildings � � � � � � � �

Construction New construction � � � � � � � �

Renovations � � � � � � � �

� yes    � possible




